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TYPICAL APPLICATIONS

Characteristics APPROVALSCharacteristics 

• Supported with 3 M25x1,5 cable glands
• Pre prepared “Knock outs” for cable glands and 

couplers PG and metric
• Great shock resistance
• Halogen free
• Self extinguishing
• Suitable for underground and submerged 

installations thanks to the use of Magic Fluid
• Suitable for vertical installation and fi lling
• Re-enterable even after long working intervals
• Non toxic and safe for use
• No shelf life
• Cover can also be sealed using screws
• Installation temperature: -25° / +60°
• Working temperature: -60° / +180°

UNIVERSAL BRANCH KITUNIVERSAL BRANCH KIT

The Magic Box contains the right quantity of Magic 
Fluid necessary to fill in the box.

TYPICAL APPLICATIONS
Tunnels Swimming pools Externals - Gardens - Parks Public lighting

Carwashes Ports Ships Garages

 Product code  Dimension Max. Diam.  Knock out Max size  
  (mm)  (mm) nr. of cable gland  
  LxWxH Knock out

 MagicBox 100 100x100x50 29 8 21 25x1.5

 PG  Metric
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APPROVALS

• CEI 23-48, IEC 60670
• CEI 20-33 and CEI EN 50393
• Class 2 in accordance with CEI 64-8
• Ingress protection higher than IP68 in accordance 

with IEC 529
• Ingress halogen free in accordance with CEI EN 

50267 2-2
• Low cloudy  fumes emission in accordance with 

CEI EN 50265
• Fire and abnormal 
 heat resistance: 
 Glow wire test 
 + 750° in accordance 
 with EN 60695-2-11


